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Spiral hose gun set

Art. No. 159860

Type No. SPPS8500PA

Exemplary illustration

Each hose kit, comprising a spiral hose polyamide, die-cast aluminium nickel-plated blow gun, integrated DN 7.2 quick  
disconnect coupling and nipple DN 7.2, is ready for immediate use.

Technical data

Max. operating pressure 10 bar

Medium temperature -10 to 50 °C

Ambient temperature -10 to 50 °C

Hose size 8x6 mm

Service length max. 5.0 m

Material Polyamide (spiral hose) 

Gun body Die cast aluminium 

Commercial data

Customs tariff number 39173300

Country of origin EU

eCl@ss 5.1.4 27294101

eCl@ss 9.0 27294190

UNSPSC_Code_v190501 40142002

UNSPSC_CodeDesc_v190501 Air hoses
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Spareparts

Art. No. Type No.

Spiral hose, Fitting, Polyamide, R 1/4, Hose Ø 8x6, 5.0 m 158115 SP8500PA

Quick-connect coupling I.D. 7.2, bright brass, G 1/4 IT 107211 243.11

Nipple for couplings I.D. 7.2 - 7.8, bright brass, G 1/4 IT 107242 243.55

Air gun, Standard nozzle, Nipple for couplings I.D. 7.2 - 7.8 114323 22 K
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